CORRECT PATIENT PRIVACY DEFICIENCIES VA PROJECT NO. 436-110
VA MONTANA HEALTHCARE SYSTEM
FORT HARRISON, MONTANA

1.4 APPLICABLE PUBLICATIONS
A. Publications listed below form a part of this specification to the
extent referenced. Publications are referenced in text by basic
designation only. See Specification Section 01 42 19 for reference

standards.

PART 2 - PRODUCTS
2.1 TILE
A. Comply with ANSI Al137.1, Standard Grade, except as modified:

1. Inspection procedures listed under the Appendix of ANSI Al37.1.

2. Abrasion Resistance Classification:

a. Tested in accordance with values listed in Table 1, ASTM C 1027.

3. Slip Resistant Tile for Floors: ’

a. Coefficient of friction, when tested in accordance with ASTM
C1028, required for level of performance:

1) Not less than 0.7 (wet condition) for bathing areas.

2) Not less than 0.8 on ramps for wet and dry conditions.

3) Not less than 0.6, except 0.8 on ramps as stated above, for wet
and dry conditions for other areas.

4. Do not use back mounted tiles in showers unless certified by
manufacturer as noted in paragraph 1.3.D.

5. Factory Blending: For tile with color variations, within the ranges
selected during sample submittals blend tile in the factory and
package so tile units taken from one package show the same range in
colors as those taken from other packages and match approved samples.

6. Factory-Applied Temporary Protective Coating:

a. Protect exposed face surfaces (top surface) of tile against
adherence of mortar and grout by pre-coating with a continuous
film of petroleum paraffin wax, applied hot.

b. Do not coat unexposed tile surfaces.

B. Glazed Wall Tile: Cushion edges, 4" by 4" glazed, gloss finish and

matching trim pieces. M0§al& 1S O kDr)‘

C. Porcelain Paver Tile:[Glazed 12" x 12"| with matching 4" coved base,

nominal 8 mm (5/16 inch) thick, with cushion edges. Porcelain tile
préduced by the dust pressed method shall be made of approximately 50%
feldspar; the remaining 50% shall be made up of various high-quality
light firing ball clays yielding a tile with a water absorption rate of
0.5% or less and a breaking strength of between 390 to 400 pounds.
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